DCS-1130 Firmware Release Note 
Version: 1.03_patch01-7712

Date: April 12, 2013

SVN Revision: 24276
Note:

Please processing “Restore Factory Defaults” after upgrade firmware to make the modifications and new function affect.
Enhancements:
1. Fix security vulnerability issues from CoreSecurity.
2. Enable RTSP authentication as default.
Version: 1.03-4102

Date: April 02, 2010

SVN Revision: 18597

Note:

Please processing “Restore Factory Defaults” after upgrade firmware to make the modifications and new function affect.
Enhancements:
1. Update D-Link 1.5 to 1.50-201004021510.
Version: 1.03-4026
Date: March 26, 2010

SVN Revision: 18522
Note:

Please processing “Restore Factory Defaults” after upgrade firmware to make the modifications and new function affect.
Enhancements:
1. Update D-Link 1.5 to 1.50-201003231747.
2. Add video clip to FTP function via API for mydlink integration.

3. Modify "Security" graph to "Surveillance" wording graph.
4. Apply up-to-date mobile web pages.

5. Update copyright statement of web pages.

6. Update system check boot-up date/time and restore factory default date/time to 2010/01/01.
7. Remove 2009 select item of manually date/time settings.

Problems Resolved:
1. Fixes some MAC address lead UPnP failure.
2. Improvement RTSP compatibility with BlackBerry mobile phone.
3. Remove useless code cause incorrect IR icon on Live View web page.
Version: 1.03-4022

Date: March 22, 2010

SVN Revision: 18291

Enhancements:


1. Update version to 1.03.
Version: 1.02-4019

Date: March 19, 2010

SVN Revision: 18281

Enhancements:


1. Updates D-Link 1.5 ver 1.50-201003191238.
Version: 1.02-3828

Date: January 28, 2010

SVN Revision: 17231

Enhancements

1. Implement MULAW and MSADPCM audio format support and working on MSADPCM audio format.
Version: 1.02-3522

Date: October 22, 2009
SVN Revision: 15431

Enhancements

1. Remove incorrect help description – sd card.
Version: 1.02-3521

Date: October 21, 2009
SVN Revision: 15404

Enhancements:


1. Updates D-Link 1.5 ver1.50-200910201850.
Version: 1.02-3515

Date: October 15, 2009
Enhancements:

1. Updates D-Link 1.5 ver1.50-200910151425.

Version: 1.02-3415

Date: September 15, 2009
Enhancements:

2. Updates D-Link 1.5 ver 1.5( 2009/09/11 2210 ).

Problems Resolved:
1. Add wireless radio on/off control.
2. Fine tune wireless site survey flow.
3. Fine tune RTSP packages for mobile phone compatibility.
4. Resolved resume continuous snapshot to FTP when network cable replug issue.
5. Fixes using anonymous account to FTP to network storage fail issue.
6. Reset RTC to default date-time when Factory Reset.
7. Separate Java applet into 4 applets for improving video streaming performance.
8. Adjust to disable I2C interface after initial the echo canceling.
9. Fixes play_wav application in firmware to open sound device for QC testing tool testing audio out fail issue.
10. Fixes NIPCA bug of same http port, rtsp port, http external port and rtsp external port issue.

11. Fixes NIPCA CGI, set_simple_wireless(), always return (-1) issue.
Version: 1.01-3015

Date: May 15, 2009

Problems Resolved:

1. Updates new D-Link 1.5 (5/15 2009).
2. Refine UPnP Port Forward to coexist with new D-Link 1.5.
3. Refine DDNS to coexist with new D-Link 1.5.
4. Update Ralink Driver v2.1.0.0.
Version: 1.00-2813

Date: March 13, 2009

Problems Resolved:

1. Updates D-Link 1.5 (3/13 2009).
2. Fixes date displayed as GM time at Status page.

3. Fixes UPnP IP inconsistency problem.
Version: 1.00-2809

Date: March 9, 2009

Problems Resolved:

1. Updates D-Link 1.5 (3/9 2009).

Version: 1.00-2806

Date: March 6, 2009

Problems Resolved:

1. Updates D-Link 1.5 (3/5 2009).

2. Fine tunes 3GPP RTSP performance

3. Fixes double spaces causing wireless not working.
4. Fixes speaker/micronphone icon handling.
Version: 1.00-2802

Date: March 2, 2009

Problems Resolved:

1. Adds help hint for Imaging Settings.

2. Fixes two blanks display not right at Internet Setup Wizard.
3. Fine tunes RTSP connection problem.
Version: 1.00-2727

Date: Feb 27, 2009

Problems Resolved:

1. Update D-Link 1.5 (2/27 2009)

2. Fixes two blanks spaces on Camera Name always lead to one blank.

3. Fixed Help hints and Help message from D-Link.

4. Fixed ethernet re-plug not working

5. Refine ethernet re-plug detection time
Version: 1.00-2703

Date: Feb 3, 2009

Problems Resolved:

1. Fixes wording from D-Link request
2. Fixes Site Survey Indexing problem
3. Fixes width of Snapshot SETUP UI
Version: 1.00-2623

Date: Jan 23, 2009

Enhancements:

1. Adds D-Link request UI

2. Adds D-Link request Help

3. Enhances OV7725 low lux performance
4. Adds subfolder by hours to FTP snapshot
5. Updates dlink1.5 RC1
Problems Resolved:

1. Fixes when account changed, the RTSP streaming is still going on

2. Fixes server recorder's bugs

3. Fixes get WAN IP when NAT doesn’t support UPnP IGD

4. Fixes DSL-2540T and DVA-G3672B compatibility issue
5. Refines logs messages

6. Fixes RTSP connection less than 4 minutes

7. Fixes WebUIs bugs

8. Restarts rtpd and rtspd when network is restarted

9. Fixes FTP duration 86400 seconds will failed

10. Fixes logout of normal user need admin privilege

11. Fixes samba's test button bugs

Version: 1.00-2605

Date: Jan 5, 2009

Enhancements:

1. Fixes wireless associated LED not working

2. Adds model icons

3. Enables imaging setting help hint

4. Changes copyright year

5. Fixed wording of db file upload failed

Version: 1.00-2518

Date: Dec 18, 2008

Enhancements:

1. Updates dlink 1.5, v1.23

2. Add creating sub-folder by date to FTP snapshot

Problems Resolved:

12. Addes the checking to the RTSP URL configurations

3. Fix time configuration bug

4. Limit Wireless SSID length to 32

5. Add build number to firmware upgrade page

6. Fix motion detection setup wizard page

7. Fix camera name length from 60 to 36

8. Fine tune UI

9. Add checking on motion detection's sensitivity

10. Limit user's account name only to alphabet, number, '-', '_', '.'

11. Change weblog index of digit I/O

12. Fix memory leak on snapshot

13. Fix Setup Wizard failed if PPPoE is enabled

Version: 1.03-2503

Date: Dec 1, 2008

Problems Resolved:

1. Fix Imaging Setting is blanked

14. Add Camera Environment settings on Audio and Video 

Version: 1.03-2501

Date: Dec 1, 2008

Enhancements:

1. First release of DCS-1100/1130

15. Modofy UI based on DCS-2121/2102

16. Functions based CS-638

17. Add support to D-Link Device 1.5

18. Support DSM-520 Audio and Video

19. Support Continuous Snapshot

20. Enhance Birtness Performance

21. Enhance UPnP Port Forward

22. Enhance DDNS reports UPnP WAN IP

23. Consistent Firmware Upgrade Progress bar with DCS-910

Problems Resolved:

1. Fix PPPoE 6 days connection lost

2. Fix unable to listen in recording mode (ActiveX)

3. Fix Setup Wizard wireless setup failed

4. Fix UPnP don’t disable port forward

5. Fix UPnP don’t respect other service

6. Fix 802.11n Region cannot be set

7. Fix PPPoE multiply interfaces problem

8. Fix log wording

9. Fix Help wording on Audio and Video Setting

Note:

1. When setup HTTP port, please note that some browsers (like IE) may restrict

specific ports (like port 1 and 22) for security issue. Port number larger than

1024 will be safer.

2. When setup bit rate to video stream, please note that depend on resolution and

frame rate, not every bit rate is achievable. For example, under VGA@30 fps, setup

bitrate 64K is not achievable.

3. Please note if the bitrate of recording video is larger than your SAMBA throughput, the frame rate of recording video will be lower than your setup.

Known Issues:

1. UPnP AV may not sync when Night Mode is enabled.

2. UPnP Live View time is limited roughly 30 minutes

