DCS-2100+ Firmware Release Note  


Version: 
IP3133-DLNK-0100 

Date: 
May 13, 2003


· Initial release


Version: 
IP3133-DLNK-0101h

Date: 
September 18, 2003


· Fixed Bugs
None
· Improved Features
1. Non-synchronization of audio and video in bad network environment.
2. Bug fixed for ftp which accepts connection while username and password are both NULL.
3. Get snapshots from secondary email address when primary and secondary email address are valid.
4. Fixed the bug of getting the wrong image size by ftp.
5. Sleep 10 ticks after start telnet task to avoid reboot fail.
6. Modified the contrast parameter of CMOS.
7. Modified the reboot page.
8. Modified the wording of web UI.
9. Revise the help content.
10. Improve the wireless LAN driver
11. Reboot system if the FTP port is changed
12. Disable the "New" button in motion detection page when there are already three windows.
· Known Limitations

None


Version: 
IP3133-DLNK-0102h(1.02)

Date: 
December 25, 2003


· Fixed Bugs
1. Fail to connect with DWL-7000AP+.
· Improved Features
1. UPnP is added.

2. Make UPnP can work while changing IP address and port.
3. Discovery mechanism is added to support new IP Installer.

4. DDNS is added.

5. Change new D-Link logo.

6. Review the help page.

7. Add new range of MAC address 00-0D-88-xx-xx-xx.

8. Modified firmware version format in device information page from 0102g to 1.02.

9. Update verisign ID of plug-in.

10. Modify the format of host name in Network Neighborhood from DCS-2100+-“MAC” to DCS-2100+-“last segment of IP”.

11. Modify the wording in network settings from "Reset network at next boot" to "Reset the IP address at next boot".

· Known Limitations

None


Version: 
IP3133-DLNK-0103b(1.03)

Date: 
January 19, 2004


· Fixed Bugs
None
· Improved Features
1. Change the WLAN driver for new module.

2. Added SMTP authentication module.
3. Added auto TX rate in network settings page.

· Known Limitations

None


Version: 
IP3133-DLNK-0104f (1.04)

Date: 
May 21, 2004

Checksum: 00183B14


· Fixed Bugs
1. Fix the compatibility with Microsoft router
.

· Improved Features
1. Time format is applied to the local setting of Windows.

2. Add SMTP authentication.

3. Adjust the interval of sequential snapshots to 5 digits for longer interval.
4. Exchange the positions of video and audio ports in the network configuration page.

5. Revise Help pages.
· Known Limitations

None


Version: 
IP3133-DLNK-0105a (1.05)

Date: 
August 13, 2004

Checksum: 001735D4


· Fixed Bugs
1. Fix the size and position of text and button position in the ClientControl to avoid improper display in different viewing window size of Windows.

· Improved Features
1. Add filter into digital zoom.

2. Camera can be muted from server side.

3. Add VGA size option.

4. Lengthen the account name in SMTP authentication.
5. Change the option of image size to "160x120", “320x240” and “640x480”.

6. Change help content about size option and server mute accordingly.

7. Remove “text on video” and change “Host name” to “Camera name”.
8. Change the description text of “Restore Factory Default”.

9. Replace the banner and product picture on the homepage.

10. Add warning message "The maximum frame per second will be changed by the image size. Check if you need to adjust the frame rate” while changing video size from VGA to QVGA or from QVGA to VGA.
11. Support Israel domain.
· Known Limitations

None


Version: 
IP3133-DLNK-0106b (1.06)

Date: 
November 1, 2004

Checksum: 00175794


· Fixed Bugs
None.

· Improved Features
1. Support OV7620 and OV7649.

2. Add de-blocking filter.

· Known Limitations

None







