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These release notes include important information about D-Link LAN adapter driver revisions. 
Please follow below steps for driver upgrades: 

- Please refer to Revision History and Requirement for driver and hardware version matrix. 

- If you are installing a new LAN adapter, please check the hardware version on the device 
label. Make sure that your adapter meets the requirement of this driver version. 

- Please install the drivers before inserting LAN adapter into the computer’s PCI/PCIe slot. 

For more detailed information regarding our LAN adapter products, please refer to Related 
Documentation. 

You can also download the LAN adapter drivers from http://tsd.dlink.com.tw. 
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Revision History and Requirement: 

Driver Version Date Model Hardware Version 

V8.36 12-July-18 DGE-528T C1 

V8.35  22-Feb-18  DGE-528T  C1 

V8.33 27-Sep-16 DGE-528T C1 

V8.12 19-Nov-15 DGE-528T C1 

V8.20 20-May-15 DGE-528T C1 

V8.10 13-Feb-14 DGE-528T C1 

V8.00 24-Apr-12 DGE-528T B1/C1 

V7.00 05-May-11 DGE-528T B1 

V6.00 21-Oct-09 DGE-528T B1 

V5.00 07-Aug-07 DGE-528T B1 

V4.00 01-Nov-06 DGE-528T B1 

V3.00 01-Jan-06 DGE-528T B1 

 

New Features: 

Driver 
Version 

Software content 

V8.36 

WHQL Check 
Update NIC Digital signature 

V8.35 

Upgrading driver for Windows 10: 

Microsoft Windows 10 x32/x64: v10.013.0320.2017 

 
Below drivers remain unchanged: 
Microsoft Windows 8.1 x32/x64: V8.004.0907.2012 
Microsoft Windows 8 x32/x64: V8.004.0907.2012 
Microsoft Windows 7 x32/x64: V7.17.304.2010 
Microsoft Vista x32/x64: V6.235.304.2010 
Microsoft Windows XP x32/x64: V5.719.325.2009 
Microsoft Windows Server 2012: V8.004.0907.2012 
Microsoft Windows Server 2008: V6.235.304.2010 
Microsoft Windows Server 2003: V5.719.325.2009 
Microsoft Windows Server 2000: V5.719.325.2009 
Diagnostic Utility: V15.0.0.498 
FreeBSD: V1.38.2.7 
Linux kernel 3.16: V6.019.00-NAPI 
MAC OS 10.2/10.3/10.4: V1.11 
NDIS2: V1.01 
Novell NetWare Server: V1.09a 
NetWare DOS ODI: V1.12 

V8.33 

Add drivers of the following operating systems: 
Microsoft Windows 10 x32/x64: v10.6.1001.2015 
Microsoft Windows 8.1 x32/x64: V8.004.0907.2012 
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Below drivers remain unchanged: 
Microsoft Windows 8 x32/x64: V8.004.0907.2012 
Microsoft Windows 7 x32/x64: V7.17.304.2010 
Microsoft Vista x32/x64: V6.235.304.2010 
Microsoft Windows XP x32/x64: V5.719.325.2009 
Microsoft Windows Server 2012: V8.004.0907.2012 
Microsoft Windows Server 2008: V6.235.304.2010 
Microsoft Windows Server 2003: V5.719.325.2009 
Microsoft Windows Server 2000: V5.719.325.2009 
Diagnostic Utility: V15.0.0.498 
FreeBSD: V1.38.2.7 
Linux kernel 3.16: V6.019.00-NAPI 
MAC OS 10.2/10.3/10.4: V1.11 
NDIS2: V1.01 
Novell NetWare Server: V1.09a 
NetWare DOS ODI: V1.12 
 

V8.20 

Add drivers of the following operating systems: 
Linux kernel 3.16: V6.019.00-NAPI 

V8.10 

Add drivers of the following operating systems: 
Windows 8 x86/x64: V8.004.0907.2012 
Windows Server 2012: V8.004.0907.2012 
Linux kernel 3.x: V 6.017.001 
 

V8.00 

Diagnostic Utility: V15.0.0.498    
Microsoft Windows 7 x32/x64: V7.17.304.2010 
Microsoft Windows Server 2008 x32/x64: V6.235.304.2010 
Microsoft Vista x32/x64: V6.235.304.2010 
Microsoft Windows Server 2003: V5.719.325.2009 
Microsoft Windows XP x32/x64: V5.719.325.2009 
Microsoft Windows 2000: V5.719.325.2009 
FreeBSD: V1.38.2.7 
Linux kernel 2.4 & 2.6: V6.015.02 
MAC OS 10.2/10.3/10.4: V1.11 
NDIS2: V1.01 
Novell NetWare Server: V1.09a 
NetWare DOS ODI: V1.12 
 

V7.00 

Upgrading Windows Diagnostics Utility for Windows 7: 

Diagnostic Utility: V15.0.0.498    
 
Related driver updates: 
Microsoft Windows 7 x32/x64: V7.17.304.2010 
Microsoft Windows Server 2008 x32/x64: V6.235.304.2010 
Microsoft Vista x32/x64: V6.235.304.2010 
Microsoft Windows Server 2003: V5.719.325.2009 
Microsoft Windows XP x32/x64: V5.719.325.2009 
Microsoft Windows 2000: V5.719.325.2009 
FreeBSD: V1.38.2.7 
Linux kernel 2.4 & 2.6: V1.02 
MAC OS 10.2/10.3/10.4: V1.11 
NDIS2: V1.01 
Novell NetWare Server: V1.09a 
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NetWare DOS ODI: V1.12 
 

V6.00 

Add drivers of the following operating systems: 

Windows 7 x32/x64: v 7.3.522.2009 

Windows Server 2008 x32/x64: v 6.190.115.2007 

 

V5.00 

Support the following Operating Systems: 

Microsoft Vista x32: v 6.190.115.2007 
Microsoft Vista x64: v 6.190.115.2007 
NetWare: V1.09a 
ODI.DOS: V1.2 
Microsoft Windows XP x64 Edition: V5.643.411.2006 
Microsoft Windows 2k(XP32): V5.641.209.2006 
Microsoft Windows 9X: V5.641.209.2006 
Microsoft Windows NT: V5.620.1202.2004 
NDIS2: V1.13 
Macintosh 10.2.x: V1.11 
Linux kernel 2.4 & 2.6: V1.02 
FreeBSD: V1.38.2.7 
Diagnostic Utility: V1.1.5.2      
 
Note:  

1. This version is not backward compatible with H/W v.Ax, except the 

driver for Microsoft Vista x32/64, which can be installed on both H/W 

v.A1 and v.B1. 

V4.00 

Support the following Operating Systems: 

NetWare: V1.09a 
ODI.DOS: V1.2 
Microsoft Windows XP x64 Edition: V5.643.411.2006 
Microsoft Windows 2k(XP32): V5.641.209.2006 
Microsoft Windows 9X: V5.641.209.2006 
Microsoft Windows NT: V5.620.1202.2004 
NDIS2: V1.13 
MAC OS.: V1.11 
Linux kernel 2.4 & 2.6: V1.02 
FreeBSD: V1.38.2.7 
Diagnostic Utility: V1.1.5.2 

V3.00 

Support the following Operating Systems: 

NetWare: V1.01 
ODI.DOS: V1.01 
Microsoft Windows XP x64 Edition: V5.621.304.2005 
Microsoft Windows 2k(XP32): V5.606.811.2003 
Microsoft Windows 9X: V5.606.811.2003 
Microsoft Windows NT: V5.606.811.2003 
NDIS2: Don’t support 
MAC OS.: V1.0 
Linux Kernel 2.2 is V1.0, Kernel 2.4 is V1.6 
FreeBSD: Don’t support 
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Problem Fixed: 

Driver 
Version 

Problems Fixed 

V8.36 Update NIC Digital signature 

V8.35 N/A 

V8.33 N/A 

V8.12 Upgrade NIC Digital signature for CD-ROM 

V8.20 Updates only Linux kernel 3.16 in PMD system. 

V8.10 N/A 

V8.00 N/A 

V7.00 N/A 

V6.00 N/A 

V5.00 N/A 

V4.00 N/A 

V3.00 N/A 
* D-Link tracking number is enclosed in () 

 
 

Known Issues: 

Driver 
Version 

Problems Fixed 

V8.36 N/A 

V8.35 N/A 

V8.33 N/A 

V8.12 N/A 

V8.20 N/A 

V8.10 D-Link Signing Certificate revoked for Microsoft Digital signature 

V8.00 N/A 

V7.00 N/A 

V6.00 N/A 

V5.00 N/A 

V4.00 N/A 

V3.00 N/A 
 
 

Related Documentation: 

- DGE-528T Quick Installation Guide 
 


