DI-304 Firmware Release Note

Model: DI-304

Date: 2005/12/01

Router Firmware Version: v2.22

Build Date/Time: Thu Dec 1 11:58:28.87 2005

Problems Resolved:

Correct an ISDN connection drop issue when DI-304 is connecting to some ISDN PBX. 

Enhancements:

Added Ez Configurator protocol (above version 1.0.1).

Extend the length for the following fields of DI-304's configuration profile:

      1. ISP Name is extended to 23 characters.

      2. Username is extended to 70 characters.

      3. Password is extended to 70 characters.
Firmware: v2.2

Hardware: A3

Date: Jan. 05, 2005
Problems Resolved:

Firmware Build Date/Time: Wed Jan 5 14:34:55.97 2005

1. Improve NAT (Network Address Translation) function to make it working 

  with most SIP-based softphone/ IP phone/ VoIP gateway/ ATA (Analog 

  Telephone Adapter) box etc.

2. Improve NAT function to enable VPN protocols (ex. PPTP and IPSec) 

    can be pass-thru.

3. ISDN VTA (Virtual Terminal Adapter) function will not be supported in this 

    revision.

4. Improve the traffic throughput of PPPoE-enabled Internet access.

Enhancements:
1. You have to use telnet command "sys version" to check the "Firmware 

  Build Date/Time" for assuring the release revision as same as following:

    > sys version

    ...

    Firmware Build Date/Time: Wed Jan 5 14:34:55.97 2005 2.
Firmware: v2.1

Hardware: A1

Date: June. 10, 2003
File Description:


    di304210.exe

--- Auto Upgrade Utility

di304210.all

--- Firmware

        di304210.rst

--- Firmware + default settings

Improvements:

        1. New WEB user interface implemented.

        2. ISDN LAN-to-LAN connection between two class A subnets implemented. 

        3. "More" subnets for ISDN LAN-to-LAN implemented. 

BugFixs:


1. Instability for Web-based configuration with some antivirus software fixed.

        2. Instability for DDNS services fixed.

        3. Instability for remote activication fixed.

        4. Instability for syslog fixed.

        5. Issue fixed for blank field in logon's username.

        6. Issue fixed for password's unexpected display in the login field.

        7. Default response string for CHAP is changed to blank.

