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Revision History and System Requirement
	Firmware Version
	Date
	Model
	Hardware Version

	1.v1.10.00
	2014/01/27
	DNR-2060-08P
	A1

	
	
	
	

	
	
	
	


New Features

1.  Support PnP in H.264+H.264 format for DCS-6915. 

2.  Add Copy setting under per channel config record mode.
3.  Extend log file’s content, including local/remote user login/out, account modify/remove, and load factory default

4.  Allow to load factory default remotely.
5.  Support IE11.
6.  Add power control feature for POE port.

7.  Support more d-link cameras, referring to the file of DNR-2060-08P Camera Support List v1.10 for SW v1.10.00.

8.  PC is able to discover DNR even if PC and DNR does not locate at the same domain
Changes
1.  Remove FPGA upgrade option from system info menu

2.  Use Auto IP 169.254.xxx.xxx as DNR’s defaulted IP when DHCP server is down, 

3.  Remove streaming protocol option since it is fixed at RTP + RTSP

4.  Change NTP time sync option to “OFF”, “Every Day” & “Every Week”, and NTP Server option to “None”, “ntp1.dlink.com” & “ntp.dlink.com.tw”.

5.  On Record menu, remove “Off” from preset config, remove per channel config, add Adv. Schedule setup, and add Adv. Recording table option.
Problems Fixed

	Bug ID
	Subject

	
	


Known Issues
N/A
Related Documentation

· User Manual
Note

· Please refer to Camera Support List in PMD system.
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