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DNR-326 FW Release Notes
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	 FW Version:
	2.50b01

	Published Date:
	2015/11/25


Content:
2New Features:


2Enhancement:


2Problems Fixed:


3Known Issues:


3Note:





Revision History and System Requirement:
	Firmware Version
	Date
	Model
	Hardware Version

	2.50b01
	2015/11/25
	DNR-326
	A2


MINIMUM SYSTEM REQUIREMENTS

OS Support

+ Windows XP SP2, Vista or 7 (32bit)

+ Web browser - Internet Explorer v7 to v10, Mac Safari, Chrome

+ Computer with:

-
Pentium 4 – 2.4 GHz

-
512MB RAM
New Features:
1)
Support Windows 10 and MS-IE 11.

2)
Support authentication for the CGI functions in nvr_main.

3)
Update D-Link digital signature for Java and ActiveX plug-in.
Enhancement:

1) Pack with new device pack v2.0.15 

2) Show alert message when user use Edge or Chrome V44 browser above version.
Problems Fixed:
1)
Fix DBG14060234 - After uploading photo to DUT for E-map, it always display Uploading

2)
Fix SDK issue for DCS-260 multiple connection

3)
Fix HQ20150902000015 - Cameras status always connecting

4)
Fix bug DI20150408000006 Duplicate Recording after firmware update
5)  Fix bug dhcp can't be set by NVR search tool.
6)  Fix the insecure cookie that are reported by SEARCH LAB.
7)  Fix wrong model name for DDP.
Known Issues: 
1. Chrome on MAC is not supported because of JAVA compatibility issue
http://java.com/en/download/faq/chrome.xml
2. Since “Super model” was changed to “Universal model”, please remember to manually select 
“Universal model” and “Save” for those cameras assigned as “Super model” after upgrading to 
V2.4.

3. Windows application: Please use DNR-326 v2.5 NVR Pro Windows Application 
4. Need to install Microsoft Visual C++ 2008 Redistributable Package before run NVR 
Search utility
5. Please always use a non-empty password for the auto-backup function.
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