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DP-300U Release Note   
 

Firmware: v2.10 Build 3 

Hardware: B1 

Date: 29
th

 Mar, 2006 

 

Enhancements: 

   1. Supports HP Business 1000 Printer 

 

Firmware: v2.10 Build 2 

Hardware: B1 

Date: 10
th

 Mar, 2006 

 

Problems Resolved: 
 1. Fixed didn’t district user key in more than 13 characters for print server port 

 name , since it would fail when add printer under Windows OS.  

    2. Fixed didn’t district user key in special character “%” on port name, since it  

would fail when add printer, under Windows OS.  

    3. Fixed didn’t district user key in more 12 characters for MAC 12 HEX  

    4. Fixed didn’t district user key in invalid MAC HEX characters. 

    5. Fixed didn’t use printer for a while, print server show printer offline, unless 

reboot print server or printer. 

    6. Fixed put print server on Public IP, it crashes sometimes.  

    7. Remove Web GUI 'Printing Access' item. 

    

Firmware: v2.10 Build 2 

Hardware: B1 

Date: 25
th

 Nov, 2005 

 

Enhancements: 

 

1. Support GDI printers -- HP LaserJet 1010, 1022, 1160 

                                          Color LaserJet 2600n, 3500, 3550 

                                         Samsung ML-1520 

                                          Fuji Xerox Phaser 3121 

                                          Epson TM-T88III 

2. Fixed GDI Printer Printing Bug under DHCP IP Mode 

 

 

Firmware: v2.00 Build 2 

Hardware: B1 

Date: June 21, 2005 

 

Problems Resolved: 

1. Fixed using UPnP IP Add Printer Problem. 

2. Server Name characters :   
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   '0' - '9' 

      'A' - 'Z' 

         'a' - 'z' 

         '-' 

 other special characters are not allowed. 

 

Firmware: v2.00 Build 1 

Hardware: B1 

Date: May 26, 2005 

 

Enhancements: 

1. Add Internal Version HTML file -- http//ip_address/version.htm  --> Version Display : 

v2.00 Build 1 - 2005-05-26  

2. Support MAC OS 10.3 IPP Printing 

 

Problem resolved 

1. Fixed MAC OS 10.3 IPP Printing 

2. Fixed SNMP 32 Bytes Community Name Problem 

3. Fixed Using UPnP IP to Add Network Printer 

4. Fixed test e-mail notification checking --  

* Check "Print Server E-mail Address", if blank, then display "Invalid e-mail    

setting". 

* Check "DNS Address", if it is 0.0.0.0 under Fixed IP mode, then display "Invalid 

DNS setting". 

* Change "E-mail is sent" as "E-mail is being sent" 

5. Workgroup Name 15 character is no problem 

6. Apple Zone setting: 

   AppleTalk Zone is setup for AppleTalk Router Environment. Each port of  

   AppleTalk Router have a AppleTalk Zone, each device belong to that port need to 

have the same AppleTalk Zone. AppleTalk Zone like the IP Router's Subnet Address, 

eg. 192.168.1.x, 192.168.2.x, ..., each device belong to a subnet port need to have a 

same subnet address. 

 

 If there are no AppleTalk Router on the environment, a "*" must be used on 

AppleTalk Zone. 

7. IPP and NBT protocol can print multiple copy in EPSON Printer 

 

Firmware: dp300u_v200.bin 

Hardware: B1 

Date: 25, April, 2005 

 

Enhancements: 

 

1. Change CPU to RDC 2886 

2. Change USB from 1.1 to 2.0 


