DWL-G132 Windows Driver Release Note
2007/06/18

Utility: V1.30

Build: 62224

Setup Version: S0031

Windows 98SE/ME: 1.5.204.1

Windows 2000/XP: 1.5.204.1 (pass WHQL)

Windows VistaX86: 2.2.0.11 (pass WHQL)

Hardware: DWL-G132

Date: 2007/11/12

Fix:

1. Update Vista x86 Driver version 2.2.0.11 to disable dynamic turbo.
2. Update Utility to S62224.

Utility: V1.30

Build: 61808

Setup Version: S0030

Windows 98SE/ME: 1.5.204.1

Windows 2000/XP: 1.5.204.1 (pass WHQL)
Windows VistaxX86: 2.2.0.11 (pass WHQL)
Hardware: DWL-G132

Date: 2007/10/19
Fix:
1. Update Vista x86 Driver version 2.2.0.11 Pass WHQL.

Utility: V1.30

Build: 61808

Setup Version: S0029

Windows 98SE/ME: 1.5.204.1

Windows 2000/XP: 1.5.204.1 (pass WHQL)
Windows VistaxX86: 2.2.0.11 (NO pass WHQL)
Hardware: DWL-G132

Date: 2007/10/17

Fix:
1. Update Vista x86 Driver to 2.2.0.11 (NO Pass WHQL) for endurance bug.

Utility: V1.30



Build: 61808

Setup Version: S0028

Windows 98SE/ME: 1.5.204.1

Windows 2000/XP: 1.5.204.1 (pass WHQL)
Windows VistaX86: 2.2.0.9 (NO pass WHQL)
Hardware: DWL-G132

Date: 2007/09/28
Fix:
1. Update Vista x86 Driver to 2.2.0.9 (NO Pass WHQL) for endurance bug.

Utility: V1.30

Build: 61808

Setup Version: S0027

Windows 98SE/ME: 1.5.204.1

Windows 2000/XP: 1.5.204.1 (pass WHQL)
Windows VistaX86: 2.1.0.35 (pass WHQL)
Hardware: DWL-G132

Date: 2007/09/06

Fix:

1. Add DWLAB.dat to fix Fast frame problem in 2K/XP system32 folder (change
registry key “abolt” form “63” to 7).

2. 98/Me fix the registry key abolt value form “63” to “7”, change inf key value.

Utility: V1.30

Build: 61808

Setup Version: S0026

Windows 98SE/ME: 1.5.202.3

Windows 2000/XP: 1.5.202.3 (pass WHQL)
Windows VistaX86: 2.1.0.25(pass WHQL)
Hardware: DWL-G132

Date: 2007/06/22

Fix:

1. Fix Greek Product string.
2. Fix Finnish String

Utility: V1.30
Build: 61808



Setup Version: S0025

Windows 98SE/ME: 1.5.202.3

Windows 2000/XP: 1.5.202.3 (pass WHQL)
Windows VistaX86: 2.1.0.25(pass WHQL)
Hardware: DWL-G132

Date: 2007/06/21

Fix:
1. Fix show Internet Explore Update to Version 5.5 EAP-TLS String.

Utility: V1.30

Build: 61808

Setup Version: S0024

Windows 98SE/ME: 1.5.202.3

Windows 2000/XP: 1.5.202.3 (pass WHQL)
Windows VistaX86: 2.1.0.25(pass WHQL)
Hardware: DWL-G132

Date: 2007/06/18

1.

Support 18 languages in Installation Process & Utility:

Chinese (Simplified), Chinese (Traditional), Czech, Danish, Dutch, English, Finnish,
French, Herman, Greek, Hungarian, Italian, Norwegian, Polish, Portuguese, Russian,
Spanish, Swedish.

2.
18 languages without language dialog in install process.

3.
Support 18 languages in D-Link Wizard.

4.
Installer flow/bitmap/strings change.

5.
Add Vista X86 driver.

6.
No D-Link Ul in Vista X86, only launch Zero Configuration.

[S0008]
1.Driver : V1.5.202.2 with WHQL
2.Israel channel : 5180~5320 (lla), 1~13(1lb/11g).



[V1.21 build 60418]

1.Update INF for Windows 98 installation.

2 .Update default SSID to "dlink".

3.Fix 802.1x with LEAP issue in Windows 2K SP4.

[V1.21lbeta builde0324]
1.Update Driver to V1.5.202.1

[S0004]
1.Add WMM flag in Install Shield.

[S0003]

1.Set WMM value in registry, only reboot or disable/enable card could
make it work.

[S0002]

1.Reboot cause NDIS.sys fail, so ANIWZCS2 Service revert to the
original version.

[SO0001]
1.Create Setup Version.
1. SetWMM fail while utility start. (issue01,02)



